Appendix 1: Seapath 330 Configuration
Appendix 1: Seapath 330 Configuration
Appendix 1: Seapath 330 Configuration
Appendix 1: Seapath 330 Configuration
Appendix 1: Seapath 330 Configuration
Appendix 1: Seapath 330 Configuration
Appendix 1: Seapath 330 Configuration
Appendix 1: Seapath 330 Configuration
Appendix 1: Seapath 330 Configuration
Appendix 1: Seapath 330 Configuration
Appendix 1: Seapath 330 Configuration
Appendix 1: Seapath 330 Configuration
Appendix 1: Seapath 330 Configuration
Appendix 1: Seapath 330 Configuration
Appendix 1: Seapath 330 Configuration
Appendix 1: Seapath 330 Configuration
Appendix 1: Seapath 330 Configuration
Appendix 1: Seapath 330 Configuration
Appendix 2: POS MV Configuration
Appendix 2: POS MV Configuration
Appendix 2: POS MV Configuration
Appendix 2: POS MV Configuration
Appendix 2: POS MV Configuration
Appendix 2: POS MV Configuration
Appendix 2: POS MV Configuration
Appendix 2: POS MV Configuration

[Images of configuration settings for GNSS Receiver, SBAS Settings, User Parameter Accuracy, and Heave Filter]
Appendix 2: POS MV Configuration

All Events 1-6 configured identically
Appendix 3: EM122 Configuration
Appendix 3: EM122 Configuration
Appendix 3: EM122 Configuration
Appendix 3: EM122 Configuration
Appendix 3: EM122 Configuration
Appendix 3: EM122 Configuration
Appendix 3: EM122 Configuration
Appendix 3: EM122 Configuration
Appendix 3: EM122 Configuration
Appendix 3: EM122 Configuration
Appendix 3: EM122 Configuration
Appendix 3: EM122 Configuration
Appendix 3: EM122 Configuration
Appendix 3: EM122 Configuration

![Installation parameters window](image)

<table>
<thead>
<tr>
<th>Location offset (m)</th>
<th>Forward (X)</th>
<th>Starboard (Y)</th>
<th>Downward (Z)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Pos, COM1</td>
<td>0.00</td>
<td>0.00</td>
<td>0.00</td>
</tr>
<tr>
<td>Pos, COM3</td>
<td>0.00</td>
<td>0.00</td>
<td>0.00</td>
</tr>
<tr>
<td>Pos, COM4/UDPS</td>
<td>0.00</td>
<td>0.00</td>
<td>0.00</td>
</tr>
<tr>
<td>TX Transducer</td>
<td>-18.404</td>
<td>-1.909</td>
<td>8.919</td>
</tr>
<tr>
<td>RX Transducer</td>
<td>-7.86</td>
<td>0.009</td>
<td>9.023</td>
</tr>
<tr>
<td>Attitude 1, COM2/UDPS</td>
<td>0.00</td>
<td>0.00</td>
<td>0.00</td>
</tr>
<tr>
<td>Attitude 2, COM3/UDPS</td>
<td>0.00</td>
<td>0.00</td>
<td>0.00</td>
</tr>
<tr>
<td>Waterline</td>
<td>0.00</td>
<td>0.00</td>
<td>0.533</td>
</tr>
</tbody>
</table>
Appendix 3: EM122 Configuration
Appendix 3: EM122 Configuration
Appendix 3: EM122 Configuration